@ W\ REACH RoHS IP50

Flexible Metal Conduit - FMC (UL Listed)
Features

Construction:
© Galvanized steel core

W High tensile, high impact strength and flexibility

Certification:
© Meets National Electrical Code 348 and

+ ® Underwriters Laboratories requirements UL1, file #£113601.
AEDEIE | @ m UL Listed trade size: 3/8"~2". UL Recognized trade size: 5/16".
© Meets Taiwan power company 1134.201-E5-7 (REV.2) spec.

of electrical flexible conduit, file 77-099,

Application:
: : “ For indoor or conditioning environment
"‘l".'\"‘l'“!““““'l‘l.““““!h“ “ For power supply and lighting, motor and control panel
| ; W For fire alarm system, signal cables, such as surveillance system
and optical fiber cable

© For elevator, escalator, lift
“ For hazardous area Class 3 Division 1, 2

Applicable tfo:
W ANSI/NFPA 70 National Electrical Code (NEC) 348
m UL1
W NEC 300-22 (c), 348, 620.21, 250.118(5), 600.7, 600.31
(1000 volts or less), 600.32 (>1000 volts), 501.10(B)(2) & 501.30(B)
W ANSI/ NFPA 79sec. 16,16.34,17.7,17.9

Traﬁ;ﬁi}ze Catslog Nimber | Mll[r:n r:ﬂD M?;.n:.][l MfFr.nan.}D. | Ma{b;:. n?].D. hél:d.ﬁz?i;g} | F'a:;:ri;ng
5/16" A20820250 792 8.32 11.94 12.95 44 30
3/8" A20820300 9.52 9.96 14.22 15.49 50 30
1/2" A20820400 15.88 16.38 21.84 23.37 75 30
3/4" A20820600 20.62 2121 26.54 28.07 100 30
11 A20821000 25.40 26.42 33.02 35.05 125 30
1-1/4" A20821200 31.75 33.02 39.37 41.40 160 20
1-1/2" A20821400 38.10 40.01 46.99 49.53 190 20
2" A20822000 50.80 52.83 59.69 62.23 255 15
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